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REV. DESCRIPTION DRAWN CHECKED APPROVED
A NEW RELEASE WPY 10/29/25’ i
Notes:
Technical Requirements:
5 1. The shell should have no obvious shrinkage or other
N _ _ — Screw (not on adverse phenomena
theproduct, shipped 2.M5 screw torque: 16 1bf. in
| | withthe goods) 3.Rated parameters: 600V 85A
4. Power frequency withstand voltage: AC3000V for 1 minute
o © 5.Wiring range: 20 4AWG
o o | | 6. Working temperature: —40 ‘C+105 C
<~ < 1 ‘ ‘ 8 7. Insulation impedance: DC500V 500M Q
~ < o ‘ | | Product Number Code:
Ml o DS1214—-02 — X X X X
? 7 —L Contat Plating:
| | | N:Full Nickel
Compatible cable/Copper busbar:
(@) 1:M6 .
o~ Housing Color:
o B:Black
— No. of contacts:
2:2Pin  3:3Pin
4:4Pin 5:5Pin 6:6Pin
15.0%N+2.0
2 15.0*N
7 M5 Screw STEEL Nickel plated
/‘ \ | — | I 1 I 1 I 1 ——]
) 6 M5 Screw STEEL Nickel plated
N
— ~ B M5 Screw STEEL Zn plating
K % 3 LN, — _ 4 Cage Copper alloy| Nickel plated
3 o 4 |- || || 3 Current Board Copper alloy| Nickel plated
S | .
09t T — g u dJ “—_Lll U w 2 Cover PAG6 UL9AV-0
—se8
285 | ‘ 12.00 | | 5.80 2.20 1 Housing PA66 UL94V-0
% ;.g g ITEM NAME MATERTAL NOTES
UEf
£.3

CENERAL TOLERANCE| ANGLE TOLERANCE | PROJECTION @_& TITLE | Photovoltaic inverter terminal block
X. +0.60 X. +5 UNITS mm (Current: 85A)

X +0.38 X 3 SHEET SIZE SERIES | DS1214-02 SERIES

XX +0.25 XX +2
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